ESTACIONARIA
TIPO G4

CATEGORIZACION
Sellos mecdnicos > Partes Sello

CODIGo
PS-E-
ESPECIFICACIONES
TAMANO | d | D6 |D7 (L4 L8 | TAMANO | d | D6 |D7 |L4 | L8
10 10 | 155 |19.2 | 6.6 | 75 70 70 | 83.0 | 92.0 |13.0 | 14.2
12 12 | 175 | 216 |56 |65 75 75 | 90.2 | 99.0 |14.0 |15.2
14 14 | 205 (246 |56 | 6.5 80 80 | 95.2 |104.0 |15.0 | 16.2
15 15 | 205 |24.6 | 6.6 | 7.5 85 85 | 100.2 | 109.0 | 14.8 | 16.0
16 16 | 22.0 |28.0 |75 | 85 90 90 | 105.2 | 114.0 | 14.8 | 16.0
18 18 | 24.0 [{30.0 | 8.0 | 9.0 95 95 | M.6 |120.3 |15.8 | 17.0
20 20 | 295 |35.0 |75 | 85 100 100 | 145 | 123.3 |15.8 | 17.0
22 22 | 295 |350 |75 |85
24 24 | 320 (380 |75 |85 M ATERIAL
25 25 | 320 |38.0 |75 | 85
26 26 | 340 {400 | 8.0 | 9.0 . Grafito de carbono im-
28 28 | 36.0 |420 | 9.0 [10.0 pregnado de resina
30 30 | 392 |450 [105 | 15 (furano)
32 32 | 422 |480 [105 | 15 + Cerdmica (Aldmina)
« Carburo de silicio
33 33 | 442 |50.0 | 1.0 | 120 . Co-aglutinante de car-
35 35 | 46.2 |52.0 | 1.0 | 120 buro de tungsteno
38 38 | 492 | 550 |10.3 | 1.3  Aglutinante de Niquel
40 40 | 522 [58.0 (10.8 | 1.8
42 42 | 53.3 |62.0 |12.0 |13.2
43 43 | 53.3 | 620 |12.0 |13.2 . L8
45 45 | 55.3 [64.0 | 1.6 |12.8
48 48 | 59.7 |68.4 |1.6 |12.8 i
50 50 | 60.8 | 69.3 | 1.6 [12.8 —— i
53 53 | 63.8 | 723 [12.3 [135
55 55 | 66.5 | 75.4 |13.3 |14.5 I
58 58 | 69.5 | 784 |13.3 |14.5 [ ——e—
60 60 | 71.5 |80.4 |13.3 |14.5 R _ﬂ_:--"g -
63 63 | 745 [ 83.4 |13.3 [14.2
65 65 | 76.5 | 854 [13.0 |14.2
68 68 | 827 | 915 |137 |14.9
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