SELLO MECANICO
130

CATEGORIZACION

Sellos Mecdnicos > Sellos
Mecdnicos de Proceso

L1 L4

I CONDICIONES DE OPERACION
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« Temperatura: t=-20°C ~ 400°C s i ae=
. Velocidad: <20 m/s | |
* Presion: <2.56 MPa |
a !_ .
=3 = i =
MATERIALES '
+ Cara Girqtgrio: C?arbén/Si(?/T(? ! | ST
- Anillo Estdtico: SiC/TC/Cerédmica ' —1 LI TR m |
- Tipo de asiento: AS-SA estandar ———
ESPECIFICACIONES I
Modelo d3 d7 L1 L4
1.000 38.90 4128 4445 1.1
1125 4210 44.45 44.45 1.1
1.250 45.20 47.63 44.45 1.1
1.375 49.20 50.80 44.45 1.1
1.500 54.00 53.98 50.80 1.1
1.625 9/.15 60.33 50.80 12.7
1.750 60.33 63.50 50.80 12.7
1.875 63.50 66.68 50.80 12.7
2.000 66.68 69.85 50.80 12.7
2125 69.85 76.20 50.80 14.3
2.250 73.03 79.38 50.80 14.3
2.375 76.20 82.55 50.80 14.3
2.500 79.40 85.73 50.80 14.3
2.625 82.60 85.73 50.80 15.9
2.750 9210 88.90 5715 15.9
2.875 95.30 9625 o715 15.9
3.000 98.40 98.43 57.15 15.9
3.125 101.60 101.60 SYALS 19.8
3.250 104.78 104.78 5715 19.8
3.375 110.30 107.95 9/.15 19.8
3.500 113.50 M3 5715 19.8
3.625 116.70 114.30 9/.15 19.8
3.750 119.80 117.48 5715 19.8
3.875 123.00 120.65 60.33 19.8
4.000 126.20 123.83 60.33 19.8

Teléfonos:

(506) 2222-0410

(506) 2222-5705

Direccion:

Calle 20 Av. 9 Barrio México,
San José, Costa Rica.
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