SELLO MECANICO
AGV-BEF

CATEGORIZACION

Sellos Mecdnicos > Sellos
Mecdnicos de Cartucho

ESPECIFICACIONES Il

Datos del tamafio (pulgadas)

I CONDICIONES DE OPERACION N .

 Presién: 16 bar min | max
- Temperatura: -30°C ~ 260°C 25 | 430 | 440 | 510 | 58 | 105 |15 |28 | 63 [ 14 | 1/4 | 125 | 568
. Velocidad: 12.5 m/s 28 | 46.0 | 470 | 520 | 65 [ 105 |15 |28 | 63 | 14 | 1/4 | 125 | 63

30 | 480 | 490 | 560 | 65 | 105 |15 |28 |63 |14 | 1/4 | 125 | 64
32 | 498 | 510 | 570 | 67 | 105 |15 (28 |63 |14 | 1/4 | 125 | 68
33 | 498 | 510 | 570 | 67 | M0 |15 |28 (63|14 |14 | 125 | 73
M ATER' ALES 35 | 530 | 540 | 620 | 70 | N3 |15 |28 |63 |14 | 3/8 | 147 | 77

38 | 560 | 570 | 660 | 75 | 123 |15 |28 |63 | 14 | 3/8 | 147 | 80

Cara giratoria: carbono, carburo de 40 | 580 | 590 | 690 | 75 | 123 | 15|28 | 63|16 | 3/8 | 147 | 82
’ 43 | 605 | 615 | 705 | 80 | 130 | 15|28 |63 |16 | 3/8| 180 | 88

silicio, carburo de tungsteno. 45 | 625 | 640 | 730 | 80 | 130 |15 | 28 | 63 | 16 | 3/8 | 180 | 90
Asiento: Carburo de silicio, cerdmi- 48 | 656 | 670 | 750 | 84 | 138 |15 |28 |63 |16 | 3/8 | 180 | 97

ca. carbdn Corburodetungsteno 50 | 680 | 690 | 780 | 87 | 142 |15 |28 | 63|16 | 3/8 | 180 | 98
’ ’ 53 | 720 | 730 | 810 | 97 | 147 |15 |28 |63 |18 | 3/8 | 180 | 105

Piezas de metal: AlSI316, Hastelloy-C, 55 | 730 | 740 | 830 | 97 | 147 |15 |28 | 63 | 18 | 3/8 | 180 | 107
Alloy 20 60 | 780 | 790 | 910 | 102 | 157 |15 |28 | 63 | 18 | 3/8 | 180 | 15

, ) 70 | 930 | 950 | 1080 | M8 | 170 |19 |32 | 77 | 18 | 3/8 | 180 | 129
Viton encapsulado de teflon, Kalrez. 75 | 98.0 |100.0 | 19.0 | 129 | 190 |19 |32 | 77 | 18 | 3/8 | 180 | 135

80 | 105.0 | 1070 | 124.0 | 135 | 195 [19 | 32 | 77 | 18 | 3/8 | 20.0 | 139
85 | 110.0 | 1120 | 128.0 | 139 | 200 |19 | 32 | 77 | 22 | 3/8 | 20.0 | 146
90 | M5.0 | 7.0 | 135.0 | 145 | 205 |19 | 32 | 77 | 22 | 3/8 | 20.0 | 146
95 | 19.0 | 1207 | 1370 | 148 | 210 |19 | 32 | 77 | 22 | 3/8 | 20.0 | 149

-CUMPAHB"_"]AD DEL SELLU 100 | 1254 | 1270 | 1440 | 154 | 218 |19 | 32 | 77 | 22 | 3/8 | 20.0 | 149

Reemplaza ANGA tipo BEF. Disefno
para bombas centrifugas y manejo
de fluidos que contienen particulas
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Teléfonos:
(506) 2222-0410
(506) 2222-5705

Direccion:

RGENCIRSVIEBO

Calle 20 Av. 9 Barrio México,
San José, Costa Rica.




