SELLO MECANICO
AGV-GDSA

CATEGORIZACION

Sellos Mecdnicos > Sellos
Mecdnicos de Cartucho

ESPECIFICACIONES I

Datos del tamaio (pulgadas)

D D1 D2 D4 L1 L2 L3 L4

p min max min
B CONDICIONES DE OPERACIGN 1000 | 4125 | 2687 | 3562 | 1625 | 1281 | 2062 | 0519 | 1/2
Y 1125 | 4250 | 2812 | 3687 | 1750 | 1281 | 2062 | 0519 | 12
» Presion: 25 bar 1250 | 4375 | 2937 | 3812 | 1875 | 1281 | 2062 | 0519 | 1/2
« Temperatura: -30°C ~ 260°C 1375 | 4375 | 3.062 | 3812 | 2000 | 1281 | 2062 | 0519 | 1/2
. Velocidad: 16 m/s 1500 | 5000 | 3375 | 4437 | 2250 | 1312 | 2125 | 0644 | 1/2
1625 | 5000 | 3375 | 4437 | 2375 | 1312 | 2125 | 0644 | 1/2
1750 | 5500 | 3750 | 4937 | 2500 | 1312 | 2125 | 0644 | 12
1875 | 5500 | 3750 | 4937 | 2625 | 1312 | 2125 | 0644 | 12
2000 | 6.000 | 4125 | 5437 | 2750 | 1380 | 2125 | 0644 | 12
MATERIALES 2125 | 6.000 | 4125 | 5437 | 2875 | 1380 | 2125 | 0644 | 1/2
2250 | 6500 | 4500 | 5812 | 3000 | 1380 | 2125 | 0644 | 5/8
Cara giratoria: carbono, carburo de 2375 | 6500 | 4500 | 5812 | 3125 | 1380 | 2125 | 0644 | 5/8
SiliCiO, carburo de tungsteno_ 2.500 7.000 5.000 6.312 3.375 1.500 2.375 0.769 558
. ] - . 2625 | 7000 | 5000 | 6312 | 3500 | 1500 | 2375 | 0769 | 5/8
Asiento: carburo de silicio, cerami- 2750 | 7.000 | 5000 | 6312 | 3625 | 1500 | 2375 | 0769 | 5/8
ca, carbon, carburo de tungsteno 2875 | 7500 | 5625 | 6812 | 3750 | 1500 | 2375 | 0769 | 5/8
Piezas de metal: AISI316, Hastelloy-C, 3000 | 7500 | 5625 | 6812 | 3875 | 1500 | 2375 | 0769 | 5/8
Alloy 20 3125 | 7500 | 5625 | 6812 | 4000 | 1500 | 2375 | 0769 | 5/8
3250 | 8000 | 6125 | 7187 | 4125 | 1500 | 2375 | 0769 | 3/4
Sello secundario: NBR, EPDM, FPK, 3375 | 8000 | 6125 | 7187 | 4250 | 1500 | 2375 | 0769 | 3/4
Viton encqpsu|0do de teﬂén, Kalrez. 3.500 8.000 6.125 7187 4.375 1.500 2.375 0.769 3/4
3625 | 8500 | 6750 | 7.687 | 4500 | 1500 | 2375 | 0769 | 3/4
3750 | 8500 | 6750 | 7.687 | 4625 | 1500 | 2375 | 0769 | 3/4
3875 | 8500 | 6750 | 7.687 | 4750 | 1500 | 2375 | 0769 | 3/4
4000 | 9000 | 7437 | 8187 | 4875 | 1500 | 2375 | 0769 | 3/4
-BUMPA"B"_"]AD DEL SELLO 4125 | 9000 | 7437 | 8187 | 5125 | 1500 | 2375 | 0769 | 3/4
: 4250 | 9.000 | 7437 | 8187 | 5125 | 1500 | 2375 | 0769 | 3/4
Reemplaza AESSEAL Tipo CDSA. 4375 | 9500 | 7812 | 8687 | 5375 | 1500 | 2375 | 0769 | 3/4
Sello de construccion modular. 4500 | 9500 | 7812 | 8687 | 5375 | 1500 | 2375 | 0769 | 3/4
4625 | 1000 | 8132 | 9062 | 5625 | 1500 | 2375 | 0769 | 3/4
4750 | 1000 | 8132 | 9062 | 5625 | 1500 | 2375 | 0769 | 3/4
4875 | 1000 | 8132 | 9062 | 5825 | 1500 | 2375 | 0769 | 3/4
5000 | 1000 | 8132 | 9062 | 5825 | 1500 | 2375 | 0769 | 3/4
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Teléfonos:

(506) 2222-0410

(506) 2222-5705

Direccion:

Calle 20 Av. 9 Barrio México,
San José, Costa Rica.
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