
Collarines
Sellos Mecánicos > Partes

para Sellos Mecánicos

Categorización

Especificaciones

Teléfonos:
(506) 2222-0410
(506) 2222-5705

Dirección:
Calle 20 Av. 9 Barrio México,

San José, Costa Rica.

Tamñ. D
Pulg.

0.375

0.500

0.625

0.750

0.875

1.000

1.125

1.250

1.375

1.500

1.625

1.750

Métr.

10
12

14
15

16
18

20
22

24
25

28

30

32
33

35
38

40

43

45

D3
Pulg.

0.748
0.748
0.827
0.827
0.906
0.945
0.984
0.984
1.220
1.220
1.299
1.378
1.378
1.457
1.496
1.496
1.614
1.614
1.693
1.772
1.772
1.811

1.890
1.890
2.087
2.087
2.165
2.165
2.283
2.362
2.362

Métr.

19
19
21
21
23
24
25
25
31
31
33
35
35
37
38
38
41
41
43
45
45
46
48
48
53
53
55
55
58
60
60

L1
Pulg.

0.295
0.295
0.295
0.295
0.295
0.295
0.295
0.295
0.295
0.295
0.295
0.295
0.295
0.295
0.349
0.349
0.349
0.349
0.349
0.349
0.349
0.349
0.349
0.349
0.349
0.349
0.349
0.349
0.349
0.349
0.349

Métr.

7.5
7.5
7.5
7.5
7.5
7.5
7.5
7.5
7.5
7.5
7.5
7.5
7.5
7.5
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10

No. de 
tornillos

prisioneros

3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°

Tamñ. D
Pulg.

1.875

2.000

2.125

2.250

2.375
2.500

2.625

2.750

2.875

3.000
3.125

3.250

3.375
3.500

3.625

3.750
3.875

4.000

Métr.

48
50

53

55

58
60

65

68

70

75

80

85

90

95

100

D3
Pulg.

2.480
2.480
2.559
2.559
2.677
2.677
2.756
2.756
3.031
3.110
3.110

3.228
3.307
3.307
3.425
3.504
3.504
3.740
3.858
3.858
4.055
4.055
4.055
4.252
4.252
4.449
4.449
4.449
4.646
4.646
4.764
4.843
4.843

Métr.

63
63
65
65
68
68
70
70
77
79
79
82
84
84
87
89
89
95
98
98
103
103
103
108
108
113
113
113
118
118
121
123
123

L1
Pulg.

0.349
0.349
0.349
0.349
0.349
0.349
0.349
0.349
0.349
0.349
0.349
0.349
0.472
0.472
0.472
0.472
0.472
0.472
0.472
0.472
0.472
0.472
0.472
0.472
0.472
0.472
0.472
0.472
0.472
0.472
0.472
0.472
0.590

Métr.

10
10
10
10
10
10
10
10
10
10
10
10
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
15

No. de 
tornillos

prisioneros

3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
3x120°
6x60°
6x60°
6x60°
6x60°
6x60°
6x60°
6x60°
6x60°
6x60°
6x60°
6x60°
6x60°
6x60°
6x60°
6x60°
6x60°
6x60°
6x60°
6x60°
6x60°
6x60°
6x60°
6x60°


